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Explosion Proof Motors

Model No:  184TTGCD6544
Catalog No: U005B-P

Explosion Proof Motor, 5 & 3 HP, 3 Ph, 60 & 50 Hz, 230/460 & 190/380 V, 1800 RPM, 184T Frame,
EPFC
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Product Information Packet: Model No: 184TTGCD6544, Catalog No: U0O05B-P Explosion Proof Motor, 5 & 3 HP, 3 Ph, 60 & 50 Hz,
230/460 & 190/380 V, 1800 RPM, 184T Frame, EPFC

Nameplate Specifications

Phase

Output KW
Speed

Service Factor
Enclosure
Efficiency
Frequency
Power Factor
Insulation Class
KVA Code

Opp Drive End Bearing Size
CSA

IP Code

Hazardous Location

Technical Specifications

3

3.7& 2.2 kW
1755 & 1462 r/min
1.00 & 1.00
Explosion Proof Fan cooled
89.5 & 86.5 %

60 & 50 Hz

80

E

J

6206

Y

54

DIV 1 EXP PROOF CL IGRCD CL Il GR
FG T3C

Output HP

Voltage

Synchronous RPM
Frame

Thermal Protection
Ambient Temperature
Current

Duty

Design Code

Drive End Bearing Size
uL

CE

Number of Speeds

5& 3 Hp

230/460 & 190/380 V
1800 & 1500 r/min
184T

Thermostat

50 °C

13/6.5 & 10.2/5.1 A
Continuous

B

6206

UL Listed And CSA Certified
N

1

Electrical Type

Squirrel Cage Inverter Rated

Starting Method

Line Or Inverter

Poles 4 Rotation Reversible
Resistance Main 2.690 Mounting Rigid Base
Motor Orientation Horizontal Drive End Bearing Ball

Opp Drive End Bearing Ball Frame Material Cast Iron
Shaft Type T Shaft Diameter 1.125in
Assembly/Box Mounting F1 Only Inverter Load Constant 10:1
Drawings

Connection Drawing A-EE7308T Outline Drawing 035660-800

This is an uncontrolled document once printed or downloaded and is subject to change without notice. Date Created: 16/10/2026
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NOTES:
1. NAMEPLATE TO BE READ FROM CONDUIT BOX SIDE
OF MOTOR.
2. CONDUIT BOX CAN ROTATED IN 90° STEPS.
3. CONDUIT BOX CAN MOUNTED ON OPPOSITE SIDE BY
REMOVING BRACKETS AND TURNING FRAME 180°.
THIS MODIFICATION CAN BE PERFORMED ONLY BY
THE ORIGINAL EQUIPMENT MANUFACTURER, OR BY
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HIGH VOLTAGE THREE PHASE

LOW VOLTAGE HIGH VOLTAGE
T4T5T6 P1 T4 T7 T5 78 T6 T9  P1 DUAL VOLTAGE MOTOR
(U1) T1 . L1 L1 T I S O
OO O C> Zj Zj Zj O THERMO-PROTECTORS
(V1) T2 * L2 CONNECTED IN SERIES
W) T3 . EN IR S EOl (FO U S SRS
(U2) T4 L1 T|7 IT1 LéTlssz L1|’:T|9 |T3 F!Z L1 T|1 L2 le L3 T|3 P|2
PROT.
(U3) T7 D | PROT. |
T i OR
(V3) T8 PU%ELE
(W2) T6 T4 St P1 (TB1)
(W3) T9 D T1 (U1)
NOTE FOR FACTORY USE ONLY: 7 \\ BLACK 1, u2)
TO SURGE TEST FOR COMMON CONNECT: | [YELCOW W3)
HIGH VOLT: CONNECT P1 TO T1 = [ TBROWN
THEN P2 TO L1 % T7 (U3)
LOW VOLT: CONNECT P1TO T1 & T7, o | ORANGE 15 v/3)
LOW VOLTAGE THEN P2 TO L1 ] ] BLACK W2)

T9 T8
M% /| BLACK 15(v2)
n— Ts =
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) T3 (W1)
e w2 GG reren
(V3) T8 RED
(Wi T3

) T4 9 VIEW OF TERMINAL END
(V2) T5
(W2) T6

NOTE: LEAD'S COLOR CAN BE YELLOW OR WHITE FOR IMG PLANT
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